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Trade

Grade

Test Content

Duration :

Notes

Trade Test for Curtain Wall Installer

Curtain Wall Installer
Skilled Worker

Complete the following tasks at designated location in
accordance with the attached working drawings 1to 4 :

Adjust the fixing angles in accordance with the setting out
markings provided in the working booth;

0To fix the aluminum angle onto steel frame by bolts
and nuts, torque wrench should be properly used with
required torque value in order to tighten the bolts;

To install the mullions and transoms on the existing
structure in accordance with the drawing 1;

To install the glass and aluminum curtain wall panels with
suitable tools in accordance with the drawings 2 and 3;

To install the aluminum claddings on the existing beam
with suitable materials in accordance with the drawing 4;

To seal the surrounding of glass and aluminum curtain
walls by using tape and silicone sealant.

6 hours (Excluding lunch time)

(1) Candidate should read the attached “Notes to

candidate” before commencement of work.

(2) Candidate will be assessed as fail if he / she

conducts the test without necessary safety
precautions and / or conduct works in any
dangerous situations.

(3) There are 6 pages. Total score is 100. Passing mark

is 60.
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Notes to Candidate

1.

10.

11.

12.

13.

Candidates should read the test papers carefully and ask the invigilator for any queries.

Candidates should study the drawings and specifications attached to the test paper, if any,
before the test begins.

Candidates should carry out the test according to test papers, working drawings and
specifications provided.

Candidates shall bring their own safety shoes, other safety equipment will be provided by
trade testing centre. Candidates must take all necessary safety precautions to ensure
work safety.

All tools and materials required by the test will be provided by trade testing cenire,
candidates should check and ensure their adequacy and quality. Candidates shalil use the
tools and materials properly based on trade practice. All the tools must be returned to
trade testing centre after the test. The candidates may ask the invigilator for any
problems.

Candidates are required to handle and move the tools and materials for use in the test,
and to carry out associated works.

Invigilator will take record photos periodically during the test.
Candidates are not allowed to take any photo or video with cameras or mobile phones.

Candidates are not allowed to use their mobile phones during the trade tests, except for
emergency situation.

The marking scheme is based on the following criteria :

Understanding of drawing and specification
Preparation works before commencement of test
Working procedures

Accuracy and quality of works

Progress of works

Proper handling and use of materials

Proper use of tools and equipment

Safety precautions

Considerate of other trades

. House keeping after completion of fest

S@ e o0 T

All candidates must stop when time is up.
Candidates are required to return the test paper to invigilator after the test.

Offering bribe to invigilator is an offence in law and trade testing centre will report to the
ICAC for any such case.

In the event that the candidate fails to take any necessary safety precautions
and / or works in any dangerous situations, he / she will be assessed failed
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Curtain Wall Installer Trade Test Working Drawing 1
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Side elevation

Not to scale.

All dimensions are in mm.
Detailed diagram may be
provided by the invigilator
when required.
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Curtain Wall Installer Trade Test Working Drawing 2
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SECTION A

Not to scale.

All dimensions are in mm.
Detailed diagram may be
provided by the invigilator
when required.
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Curtain Wall Installer Trade Test Working Drawing 3
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All dimensions are in mm.
Detailed diagram may be
provided by the invigilator
when required.

W=

Ver.0002/20



0T/T0007PA

‘palinbal uaym
Jojejbiaui ayy Ag papincid

930 9 38ed

aq Aew weibelp pajlelag €
W Ul 8. SUoIsusWIp IV 2
‘9|E0S 01 ION 'L
2 NOLLDHS
g . & v
. & w »
v - " . -
= RS v v,
- ,c..mr B . : ‘
w : Lol
“Jwﬂ . . ﬁmx.. - i 5
PR T ¥
) . n_W
- a :
g. . by . & , e .
2 L
=0 ' " . T oar T
L g :

7 DUIMBI( PUDIOA/ IS8 opel] Jojelsu] [[epA UlBnn)

IMO



